
• 36” Wide Panel Coverage Combines Simplicity and Function

• 9” On-Center Rib Design for Strength and Aesthetics

• 3/4”-Deep Ribs Have a Top Siphon Groove for Water Resistance

• UL 580 Class 90 Wind Uplift Rated
(Construction No. 560)

• Purlin-Bearing Rib Provides Superior Sidelap Support

• Utilizes the Latest Technology While Preserving Nostalgia

• Excellent Cladding for Roof, Wall, Liner, or Fascia Accents

• Economical Liner or Partition Panel in Lighter Gauges

• UL 2218 Class 4 (Best) Impact Resistance Rated

• UL 790 Class A One-Hour Fire Resistance Rated

• Available in Several Gauges, Finishes, and Colors

FEATURES

PANEL DETAIL

AG PANEL
AG Panel is a versatile exposed-fastener panel commonly used for roofing and wall applications. The 36-inch-wide panel 
features 3/4-inch ribs spaced 9 inches on center, providing an economical and durable solution for agricultural, commercial 
and light industrial buildings. Its traditional profile is suitable for a wide variety of building applications and is available in 
multiple gauges and colors.



IP-36 SECTION PROPERTIES

GAUGE THICKNESS
(INCHES)

WEIGHT 
(PSF)

YIELD STRESS 
(KSI)

TOP IN COMPRESSION (POSITIVE BENDING) BOTTOM IN COMPRESSION (NEGATIVE BENDING)

IXX
IN4/FT

SXX
IN3/FT

MA
IN.KIPS/FT

IXX
IN4/FT

SXX
IN3/FT

MA
IN.KIPS/FT

26 0.0185 0.866 80.0 0.0133 0.0220 0.7913 0.0093 0.0198 0.7123

29 0.0150 0.704 80.0 0.0110 0.0181 0.6493 0.0073 0.0160 0.5760

Section properties and allowables are calculated in accordance with 1996 AISI Specifications and 1999 AISI Supplement No. 1.1 
+/- is for deflection determination. S +/- is for bending determination. Ma is allowable bending moment. All values are for one 
foot of panel width. These loads are for panel strength. Frames, purlins, fasteners and all supports must be designed to resist all 
loads imposed on the panel. Allowable outward loads based on stress have been increased by 33.33% for wind uplift. Allowable 
loads for deflection are based on deflection limitation of span/180 or span/240. For roof panels, self weight of the panel has to be 
deducted from the allowable inward load to arrive at the actual “live load” carrying capacity of the panel. Minimum bearing length 
must be checked.

SINGLE SPAN CONDITION
29 GAUGE & 80 KSI 26 GAUGE & 80 KSI

Span (feet) LL (S)(psf) LL (D) L/180(psf) LL (D) L/240(psf) WL(psf) LL (S)(psf) LL (D) L/180(psf) LL (D) L/240(psf) WL(psf)

2 108.2 108.2 90.1 127.7 131.9 131.9 109.3 157.9

2.5 69.3 61.5 46.2 81.7 84.4 74.6 55.9 101.1

3 48.1 35.6 26.7 56.7 58.6 43.2 32.4 70.2

3.5 35.3 22.4 16.8 41.7 43.1 27.2 20.4 51.6

4 27.1 15.0 11.3 31.9 33.0 18.2 13.7 39.5

4.5 21.4 10.6 7.9 25.2 26.1 12.8 9.6 31.2

5 17.3 7.7 5.8 20.4 21.1 9.3 7.0 25.3

6 12.0 4.5 3.3 14.2 14.7 5.4 4.0 17.5



TWO SPAN CONDITION
29 GAUGE & 80 KSI 26 GAUGE & 80 KSI

Span (feet) LL (S)(psf) LL (D) L/180(psf) LL (D) L/240(psf) WL(psf) LL (S)(psf) LL (D) L/180(psf) LL (D) L/240(psf) WL(psf)

2 96.0 96.0 96.0 121.0 118.7 118.7 118.7 175.4

2.5 61.4 61.4 60.1 77.5 76.0 76.0 72.8 112.3

3 42.7 42.7 34.8 53.8 52.8 52.8 42.2 78.0

3.5 31.3 29.2 21.9 39.5 38.8 35.4 26.5 57.3

4 24.0 19.6 14.7 30.3 29.7 23.7 17.8 43.9

4.5 19.0 13.7 10.3 23.9 23.5 16.7 12.5 34.6

5 15.4 10.0 7.5 19.4 19.0 12.1 9.1 28.1

6 10.7 5.8 4.3 13.4 13.2 7.0 5.3 19.5

THREE OR MORE SPAN CONDITION
29 GAUGE & 80 KSI 26 GAUGE & 80 KSI

Span (feet) LL (S)(psf) LL (D) L/180(psf) LL (D) L/240(psf) WL(psf) LL(S)(psf) LL (D) L/180(psf) LL (D) L/240(psf) WL(psf)

2 112.1 112.1 112.1 168.1 138.7 138.7 138.7 204.9

2.5 71.8 71.8 71.8 107.6 88.8 88.8 88.8 131.1

3 49.8 49.8 49.8 74.7 61.6 61.6 61.1 91.1

3.5 36.6 36.6 31.7 54.9 45.3 45.3 38.5 66.9

4 28.0 28.0 21.3 42.0 34.7 34.4 25.8 51.2

4.5 22.2 19.9 14.9 33.2 27.4 24.1 18.1 40.5

5 17.9 14.5 10.9 26.9 22.2 17.6 13.2 32.8

6 12.5 8.4 6.3 18.7 15.4 10.2 7.6 22.8

Theoretical allowable loads are based on uniform span lengths. LL (S) is allowable live load based on stress limitation. LL (D) is 
allowable live load based on deflection limitation of L/180 or L/240. WL is allowable wind load and has been increased by 33.33%.


	WHAT WE BUILD
	ROOFING PANELS

	A-12 PANEL
	ALOK-16 PANEL
	AS-24 PANEL
	NFS-16 PANEL
	M PANEL
	R PANEL
	WALL PANELS

	A PANEL
	FW-120 PANEL
	M PANEL
	SNAPLOK 16
	REVERSE R PANEL
	R PANEL
	7.2 PANEL
	C PANEL
	AG PANEL
	COLD-FORMED MEMBERS
	FRAME TYPES
	COLOR SELECTION
	WHO WE ARE
	TABLE OF CONTENTS
	WHAT WE BUILD
	ROOFING PANELS

	A-12 PANEL
	ALOK-16 PANEL
	AS-24 PANEL
	NFS-16 PANEL
	M PANEL
	R PANEL
	WALL PANELS

	A PANEL
	FW-120 PANEL
	M PANEL
	SNAPLOK 16
	REVERSE R PANEL
	R PANEL
	7.2 PANEL
	C PANEL
	AG PANEL
	PRODUCTS & ACCESSORIES
	COLD-FORMED MEMBERS

	FRAME TYPES
	COLOR SELECTION

	Button 28: 
	Page 1: 
	Page 2: 
	Page 3: 



